
S.No. Description of item Unit Qty. Rate Amount

1 Branch Manager Table with Side Table. NOS. 1.00

Size-5'-6" X 2'-6" X 2'-6"

Side Table-3'-0" X 2'-6" X 1'-6"

Ply Wood-19.0mm thick BWP 

Supports-2" X 2" & 2" X 1.5" CP Teak Wood and beading Patti

Drawer-1'-6" wide two drawers and one shutter below the drawers at left side of the 

table and two drawers at side table and below two shutters

Laminate-1.0mm thick approved colour 

Key Board Tray-Metal INNOFIT make

CPU Metal Stand, Twin Telescopic Drawer Fittings, Brass Powder Coated Wire 

Manager

Foot Rest-12.0mm thick BWP

Handle-Brush finish stainless steel, Brass Ball Catches 12.0 thick plain glass with 

edge polish at top of the table (Other Exposed Edge of Ply with half round beading 

with approved colour polish)

2 Cash Cabin Partition Sq.ft. 107.00

6. All underframe should be properly treated with antitermite and waterproofing material 

7. All Locks in the drawers and doorsetc. should be of Godrej 

8. All keyboard Trays and Drawers to be on Channel Sliding Mechanism.

*The contractor to follow the banks colour Coding. Any other specified colour to be superceded by the Banks Colour code.

*All board to be BWP. Of approved brand and if written BWR it should be superceded by BWP board/ply.
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Bill of Quantity for Furnishing works for Baroda U.P. Bank  

Region - Faizabad

1.No offsite prefabrication shall be allowed in any case. All fabrication shall be done at the site after getting the materials inspected by 

the architect

5. Cable Managers to be provided in the tables and Counters wherever required.

Branch - Kurki Bazar

2.No payment shall be made for any in completed or unsatisfactory work

3.The Contractor should strictly follow the Booklet requirements of the Bank 

including the detailed drawings in the booklet. Any discripencay between the booklet and the Specificaions below should be brought 

to the notice of the Architect.

4. List of material to be strictly as per the booklet.



Providing and fixing of Cash Enclosures at height of 7'-0" with Anodized aluminium 

frame work, heavy sections (2mm thickness) of 2"x1.5", spacing of 2'0"x2'0" on 

bothsides and covered 6mm thick BWP plywood finished with  1mm thick laminate 

of approved colour. Partition shall have provision for opening and 19mm BWP 

plywood tray for challan receiving purpose. Cost include aluminium grill and fixed 

with teak wood beading and duco paint. Cost also include 3 Nos of Solid core flush 

Doors with sizes of 2'-6"x7'-0", fixed in the partition. Door shall have teak wood 

beading and lipping with duco paint. Door finished with 1mm thick laminate of 

approved colour for skirting of approved pattern. Door shall  have 8mm glass fixed 

with teak wood beading  and duco paint. Rate to include hardware's like brass 

hinges, godrej three nos of night latch, door closure, door stopper and handles. Cost 

also include cash transaction opening shall be provided with door arrangements 

made with BWP plywood frame work finished by laminate, duco paint and locking 

system. Cost include wastages, transports, loading, unloading charges, labours, 

materials, tools, lead, lift and etc.Complete as per drawings and instructions of the 

Architect.

Decorative Grill (12mm thk)-hexagonal opening as per instruction of Bank's 

Engineer/Architect.) AII exposed edges of Plywood shall be fixed with 1/8" C.P. Teak 

Lipping.

3 Cash Counter Rft. 5.50

A. Cash counters as per the drawing

Providing and fixing into position Cash counters as per detailed drawing made of 

Phenol bonded 19mm thick BWP commercial board finished with 1.0mm thick BWP 

laminate on top, front and sides as per detailed drawing.The front member of the 

cash counter to continue to 3'-8" height. At 3'-8" m height a projection of 15cm 

extended towards the customers side while a projection of 25.5 cm will be extended 

towards the staff. The outward projection tobe made of 19mm thick phenol bonded 

commercial board finished with 1mm thick laminate top. The counter to have one 

drawer unit of 3 drawers & space for CPU. 2 drawers to have division for cash as 

banks specifications. The exposed edges to have TW beading as in the design. 

The item included all hardware such as channels of glydo / hettich / flyrail, self 

closing hinges/ locks/ handles/ laminated keyboard tray, Other hardware etc.The 

exposed surfaces to be finished with 1mm  thick laminate of approved shade. 

Provision of footrest to be made as specified. All exposed wooden surfaces to be 

finished with clear melamine polish as approved by the Architect. All unexposed 

surfaces to have synthetic enamel paint with primer, all complete as per detailed 

drawings and direction of the Architect.The counter to have provision for cable 

manager and keeping mouse.

4 Front Counter Rft. 23.00

A. Running counter as per the drawing

Providing & Fixing clerical counter made out of 19.0mm thick ply (as per list of 

materials and Drawing) frame work for top, verticals, shelves, apron, sides, drawer 

unit, shutters, side units, customer top, foot rest, 12.0 mm thick ply (as per list of 

materials for drawer sides, sliding shutters, front apron & 6mm thick ply for side unit 

back, drawer bottom, drawer unit back along with necessary  2" X 2" or 2" X 1.5" of 

laminate matching imported wood molding & teak wood supports for fixing of top. 

The clerical counter shall have 2'-6" in depth & counter shall have two  tops i.e. one 

at 2'-6" for writing and second at 3’-0” for customer in height finish in approved 

make/color black granite of top on the counter. complete. The clerical counter shall 

have 1 No. of key board tray, 2 Nos. of equal drawers or as per the Bank 

requirements & one open able shutter. All exposed surfaces i.e. apron, counter side 

etc. finish with approved make/color 1.00mm thick laminate & moulding finish with 

3 coats of melamine polish and internal surfaces shall have zinc oxide polish along 

with necessary approved Stainless Steel

Hinges, Ball Catches, Stainless Steel Locks, approved design Stainless Steel 

Handles, Stainless Steel Powder Coated Grommet (wire manager) Wood Foot Rest 

(Movable) Earl-Bihari make Twin Telescopic Channel, CPU Hanger/Trolly INNOFIT 

make etc. complete as per detail drawing and Instructions of the Bank's 

Engineer/Architect



this item shall have hinges floor springs/sliding arrangement/hydraulic door closer, 

mortise locks (Godrej make all), etc. The rate shall include cost of all materials, 

labour, T&P, wastages, etc. required for proper completion of work, all complete to 

the satisfaction of the Architect.

5 Cash Cabin-Aluminium Grill Top with teak Decorative Grill Partition). SQFT 42.00

On cash cabin top

Providing and fixing of aluminium grill with square size 75mm x 75mm - 8mm, on top 

of the cash cabins etc. The grill shall be tightly stretched and nailed to a wooden 

frame work, made out of 50mm x 40mm teak/ hard wood (with anti-termite) 

members at 750mm c/c approx. both ways or as per site conditions. The erection of 

framework shall include for expansion bolts cleats, clamps bolts, nuts, screws, rivets 

and other accessories. All teak wood surfaces shall be painted with two coats of 

synthetic enamel over one coat of primer. The rate shall include cost of all materials, 

labour, T&P, wastages, etc. required for proper completion of work, all complete to 

the satisfaction of the Architect.

6 12mm Glass on Front Counter & Cash Counter Sq.ft. 55.00

12 MM float glass with rounded edges with etching as per the requirement of bank 

for Front counter (Height: 60 cms) (With teak wood frame 70 cm). 

7 Full Height Partition /Glazed /Unglazed Doors. Sq.ft. 180.00

Glazed Partition (upto false ceiling height only considered and above  necessary 

ceiling supports to be provided) with Anodized Aluminium frame work, heavy 

sections (2mm thickness) of 2"x1.5" section, spacing of 2'0"x2'0" on bothsides and 

covered with 9mm thick BWP plywood of standard make finished with 1mm thick 

laminate of banks colours for skriting & borders on both sides and approved colour 

laminate for base colour on both sides. Above 1'0"/2'6"/3'0" height partition, fixed 

with 8mm toughened glass with etching/ film of 3M as per design and teak 

wood beading  of size 1.5" /0.5" with melamine polish. Rate to include providing 

cutouts and provisions to run electrical conduits, switches, etc.Cost include 

wastages, transports, loading, unloading charges, labours, materials, tools, lead, lift 

and etc. Complete as per drawings and instructions of the Architect.

The job shall also include for provision of laying conduits, switch boxes etc. The 

erection of partition shall include for expansion bolts cleats, clamps bolts, nuts, 

screws, rivets and other accessories, all complete up to the satisfaction of the 

Architect.

The partition and doors shall have hinges floor springs /sliding arrangement / 

hydraulic door closer, mortise locks with handle set (Godrej, Dorma make all), etc. 

The rate shall include cost of all materials, labour, T&P, wastages, etc. required for 

proper completion  of work, all complete to the satisfaction of the Architect.

Full height Solid partition (height 8'-6"or ceiling height) with Anodized Aluminium 

frame work, heavy sections (2mm thickness) of 2"x1.5" sections, spacing of  

2'0"x2'0" on bothsides and covered with 9 mm thick plywood finished with 1mm 

thick laminate of approved colour for skriting & borders and laminates for base on 

both sides with all necessary fixing accessories, arrangements and etc. Partition 

shall have necessary opening of approved size as per standards for fixing machine' 

s and additional frame to be fixed for strengthening the partition. Rate to include 

providing cutouts and provisions to run electrical conduits, switches, etc. Cost 

include wastages, transports, loading, unloading charges, labours, materials, tools, 

lead, lift and etc. Complete as per drawings and instructions of the Architect. This 

would include provision of teak wood chaukhat for provision of semi glazed glass 

door with logo of Bank.

8 Low Height Partition Sq.ft. 206.00



Half Height partition to be made with Anodized Aluminium frame work, heavy 

sections (2mm thickness) of 2"x1.5" sections, spacing of 2'0"x2'0" on  bothsides and 

covered with 9mm thick BWP plywood finished with 1mm thick laminate of 

approved colours for skriting & borders and white colour laminates for base  on both 

sides with all necessary fixing accessories, arrangements and etc. Partition shall 

have 12mm thick etched glass and fixed with teak wood beading with melamine 

polish. Clear glass shall be finished with frosted film sticking over the glass of 

approved pattern and design.The height of the glass sould be from 3'-0" two 4'-6". 

Rate to include providing cutouts and provisions to run electrical conduits, switches, 

etc. Cost include wastages, transports, loading,unloading charges, labours, 

materials, tools, lead, lift and etc. Complete as per drawings and instructions of the 

Architect.

9 Storage (Low Height) Sq.ft. 70.00

Size-2'-6" highX 1'-6"deep

Ply Wood-19.0mm thick board for side top and door & back 6.0mm IS 303 with 

shutters, shelf 19.0mm ply

Shelf-19.0mm thick BWP

Handle-Brush finish stainless steel 

Lock-Vijayan/Godrej

Internal surface zinc oxide polish and other required accessories instructed by 

Bank's Engineer/Architect.

10 Column / Wall Panelling /Meter Boxing Sq.ft. 192.00

Column Panelling 8'-6"only considered with Anodized Aluminium frame work, 

heavy sections (2mm thickness) of 2"x1.5", spacing of  2'0"x2'0" on bothsides and 

covered with 9mm thick BWP plywood finished with 1mm thick laminate colours for 

skriting & borders,.Rate to include providing cutouts and provisions to run electrical 

conduits, switches, etc. Cost include necessary hardwares like clamps, screws  and 

etc. Cost include provisions for electrical db closing 19mm BWP plywood door 

arrangements,wastages, transports, loading, unloading charges, labours, materials, 

tools, lead, lift and etc. Complete as per drawings and instructions of the Architect.

B.M. Cabin Wall Panelling 4'-6" only considered  with Anodized Aluminium frame 

work, heavy sections (2mm thickness) of 2"x1.5", spacing of  2'0"x2'0" on bothsides 

and covered with 9mm thick BWP plywood finished with 1mm thick laminate colours 

for skriting & borders,. Rate to include providing cutouts and provisions to run 

electrical conduits, switches, etc. Cost include necessary hardwares like clamps, 

screws  and etc. Cost include provisions for electrical db closing 19mm BWP 

plywood door arrangements,wastages, transports, loading, unloading charges, 

labours, materials, tools, lead, lift and etc. Complete as per drawings and 

instructions of the Architect.

11 Notice Baord No. 1.00

Notice Board made of 19.00 mm board (size: 3'-0"x3'-0") laminated sides 

andcovered by good quality Cherry Colour Velvet with attached Cheque Writing 

Desk (6"x6"x9") with attached Two Battens for Support, Sunmica Pasted on all 

sides.

12 Writing Desk Including Suggestion Box and Cheque Drop Box No. 1.00

Writing ledge of 19 mm Phenol bonded board as/design on 19 mm thick with 

pockets for slips of 6mm glass machine polished with seperators completed to the 

satisfaction of the architect and the Drawing. The Writing ledge includes a 

Suggestion box below, cheque drop box and a notice board above complete to the 

satisfaction of the Architect.



13 Hydraulic Door Closure. (to be Godrej) No. 1.00

Providing and fixing of hydraulic door closure (Make-Godrej, Product Code-4539 or 

equivalent) for doors. It shall incorporate the following – 

- Body manufactured from Aluminium extruded alloy machined to extreme accuracy.

- Rack and Pinion-made of machined alloy steel duly heat-treated.

- Adjustable closing speed.

- Suitable for right hand and left hand opening doors.

- Suitable for door / frame mounting.

- Suitable for door weight up to 60 kgs.

- Suitable for 180 / 100 degree door opening.

- All complete to the satisfaction of the Architect. 

Total

for Gunjan & Associates

Ar. Gunjan Kapur

Note: All rates are excluding G.S.T.


